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True Continuous Insulation for Vertical Oriented Cladding e

Knight Wall Systems® HCI System delivers true continuous insulation while simplifying support for vertical-oriented cladding.
As a complement to the original CI® System, HCI allows vertical cladding or secondary rails to attach directly to the horizontal
HCI-GIRT, supporting design flexibility, efficient installation, and energy code compliance.

Simple Code Compliance
Designed for straightforward specification and efficient installation, this engineered support system helps projects meet or

exceed prescriptive North American energy code requirements, including 2024 IECC, while maintaining constructability in the
field.

The HCI System uses 34" deep horizontal girts, known as HCI-GIRT, designed to effectively distribute fagcade loads over exterior
continuous insulation. Only thermally isolated ANKIT® fasteners penetrate the insulation, minimizing thermal bridging while
helping to maintain the integrity of the water control layer at wall anchor penetrations.

Design with Ease

Designed for performance, durability, and installation efficiency, the HCI System includes pre-punched wall anchor holes and
drainage openings that promote ventilation and drying within the rainscreen cavity.

The HCI System supports a wide range of cladding materials, including metal panels, fiber cement, ACM, terra cotta, and more.
It is compatible with approved rigid insulation and high-density mineral wool, giving architects and contractors the flexibility to
design high-performance wall assemblies without limiting cladding selection.

For basic vertical cladding applications, a single layer of HCI-GIRT provides a simple, cost-effective support strategy. For more
complex designs or cladding types, the system pairs with Knight Wall Systems’ secondary rails to provide specialized attachment
points and added design flexibility.

Material Transparency
In addition to performance and versatility, the HCI System supports project sustainability goals. It features a third-party verified

Environmental Product Declaration (EPD), carries a Declare label, is Red List Free, and is 100% recyclable, helping teams meet
green building standards and material transparency requirements.
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Advantages to the HCI System Rainscreen Attachment

e Non-combustible, thermally-isolated cladding support system

e HCI-GIRT spacing up to 48” O.C. reduces installation time

e Supports cladding weighing up to 25 PSF*

e No insulation cutting or trimming around girts or clips required for faster installation

e Up to 10x greater corrosion resistance than G90 galvanized steel

e Black finish or stainless steel material available

e |nstall over steel studs, wood studs, CMU, and concrete substrates

e Compatible with virtually any code compliant cladding material

e Compatible with a wide range of code-compliant rigid insulation products, including high-density mineral wool.

e Continuously ventilated rainscreen cavity promotes drainage and airflow

e Complete system with girts, fasteners, and project specific engineering

e Third-party tested and backed by a 10-year limited warranty

e One-source responsibility from design through installation

*Maximum allowable spacing and dead load (weight of cladding) is based on the total load (dead + live) acting on the assembly and connections. Wall anchors must be specified and supplied by
KWS® for a written limited warranty. KWS will specify the exact anchor type, embedment depth and spacing for anchors in project specific engineering packages. ANKIT® fasteners with THER-
MASTOP® thermal isolation tubes must be used with the HCI or CI® system, no matter the substrate. Contact KWS for more information.
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NO EXPRESS WARRANTIES ARE GIVEN EXCEPT FOR ANY APPLICABLE WRITTEN WARRANTIES SPECIFICALLY PROVIDED BY KNIGHT WALL SYSTEMS®. ALL IMPLIED WARRANTIES INCLUDING THOSE
OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE EXPRESSLY EXCLUDED. No freedom from any patent owned by KNIGHT WALL SYSTEMS® or others is to be inferred. Because use conditions and applicable laws may differ from
one location to another and may change with time, Customer is responsible for determining whether products and the information in this document are appropriate for Customer’s use. They are not guaranteed in any way by the Knight Wall Systems,
Inc. since building design, engineering, and construction, including workmanship and materials are beyond the control of the manufacturer. The information provided here is subject to change without notice.

All content included on this document is and shall continue to be the property of Knight Wall Systems, Inc. or its content suppliers, and is protected under applicable copyright, trademark, and other proprietary rights. KNIGHT WALL SYSTEMS, the
Knight Wall Systems design mark, KWS, ANKIT, CI, CI-Girt, FORMED TO PROTECT WHAT MATTERS MOST, INSULKEY, MFI, MOVEKLIP, PANELRAIL, TERMGIRT, THERMABRACKET, THERMASTOP, and THERMAZEE are registered trademarks controlled by
Knight Wall Systems, Inc. Patent information: knightwallsystems.com/patents. This list is not exhaustive and Knight Wall Systems does not waive its rights in regard to other patents or trademarks that are not listed.
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